VANGUARD
Van

781
Year:



2010
Body Type:


Van (VXP)
Length:


53’ (52’6” inside w/swing doors, 52’5” w/OHD)
Width:



102” 5/16”
Height:



13’6” (110” inside)
Door Opening:

93 x 103 ½” 
Door Type:


TransGlobal OHD plastic clad painted white, 48” interior door track protector.
Grabhandle:


Recessed into rear frame each side at rear
Inside Width:


100” Post to Post
Upper Coupler Height:
47 3/16”

King Pin Location:

36”
Tire Size:


445/50R 22.5

Wheel Size:


14 x 22.5

Tire Make:


Bridgestone R169YZ
Tire Inflation System:

None
Wheel Type:


Mill finished aluminum
Hub on Bracket:

None
Outboard Cast Drums:
Motorwheel 600084 hub & 450051 drum (440116 assembly) parallel spindle.
Number of Axles:

Two (2)
Axle Make:


Hendrickson (Dana) parallel spindle w/HXS Abex 3030-197 lining
Wheel Seals:


Stemco Guardian HP seals 

Bearing Lubrication:

Chevron RPM synthetic Trans FL SAE50 synthetic OIL, not grease

Spindle Nut:


Pro-Torq 

Hubcaps:


Stemco vented, Stemco Platinum Performance Plus system 
(5-year limited warranty). 
Suspension:


Single Leaf Spring suspension (Hutch is customer preference)
Tandem Slide:


49” spread, 192” slide rails (72” to 150” slide range) 
Brake Size & Type:

16.5” x 7” Air “S” Cam

ABS:



Bendix 2S/1M w/Bendix spring brake release valve
Slack Adjusters:

Bendix, automatic 

Brake Chambers:

Bendix 
Landing Gear:


Holland 51000 w/10” x 10” RCF. Galvanized Bracing. 103” from King Pin




(10-year warranty).

Landing Gear Crank R/S:
Yes

Tire Carrier:


No
Crossmembers:

4” I-Beam 12” O/C w/9” center in bay.  (7) Crossmembers over LG.

C/M to Base Rail Attachment:
Aluminum squeeze rivets

Floor:



1 1/8” Havco Composite w/three 5/16” screws per board
Threshold Plate:

Heavy-duty galvanized unitized forklift package & rear sill last 27” of trailer
Scuff Band Sides:

6” x 18 gauge 80KSI corrugated steel above integral aluminum totaling 12” 

scuff. 
Scuff Band Front:

10-gauge x 12” galvanized steel installed over plywood
Internal Bulkhead:

None
Sidewall Liner:

N/A
Nose Liner:


½” x 48” plywood at bottom, with 3/8” x 48” plywood above.
Ceiling Liner:


None

Side Panels:


Special thin lightweight Composite Plate
Side Posts:


Series “A” logistics posts on 48” centers 

Front Wall Panels:

.050 pre-painted white aluminum with 1/8” mill finish aluminum radius panels.
Front Wall Post:

(5) 16-gauge x 2” deep hat section posts

Roof Bows:


1” deep galvanized steel anti-snag on 24” centers

Roof Material:


.040 Aluminum pre-bonded to bows prior to installation
Rear Frame Color:

Galvanized

Midcam Lock:


N/A
Lock Rods per Door:

N/A
Hinges per Door:

N/A 
Rubber Dock Bumpers:
One pair recessed between lights
Rear Under-ride Guard:
NOT reinforced for Dock-Lock operation, galvanized

Flaps mounted to Slider:
Yes – 24” x 30” plain black anti-spray 

Sealed Beam Lights:

Truck Lite LED – all locations except license.  Canada & CA legal lights.
Wiring Harness:

Phillips split wiring harness w/internal ground. (10-year warranty)

7-Way Receptacle:

Phillips 15-769 housing w/15-760 plug
Gladhands:


Phillips surface mount, swivel type offset to roadside.  Anodized.
Registration Holder:

Truck-Lite 97960
Manifest Box:


James Kin Model 550 located driver’s side front wall
Vents:



None

Logistic Track:

None

Customer Markings:

None

Placards:


Set of (4) flip type, mill finish aluminum.  Lablemaster 81-8FO

Weight:


13,166# (+/- 3%)
Note:

The above specification is not designed or rated for “Sidewall Loading” such as carpet or tires.

Improper loading will result in a reduced trailer life.  Specifications to accommodate this type of loading are available from the factory upon request.

Disclaimer

Specifications are believed to be correct, but may contain errors and/or omissions. Photographs are representative

of the subject equipment, but may not be identical. Equipment availability, prices & specifications are subject to change without notice
